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FEATURES

SPECIFICATION

CERTIFIED

TÜV AUSTRIA  CERT GMBH

Certificate No. 20100183003949
EN ISO 9001

ISO 9001:2015
Certified Co.

 

HEAVY DUTY BAGGING PRESS

UNIT I UNIT II

POSTAL ADDRESS:

S.F. NO: 240/7, IRUGUR ROAD, CHINNIYAMPALAYAM PO,
COIMBATORE - 641 062.
CONTACT: 99944 59423 / 0422 2625465

S.F.NO: 458, NANDAVANAM AERI ROAD, 
NEAR L&T BYPASS, IRUGUR, COIMBATORE - 641 103.
CONTACT: 94432 81802 / 0422 2580844

E-MAIL: info@fabtexbaler.com, fabtexind@yahoo.co.in    Website: www.fabtexbaler.com

Wood Shavings

FABTEX

FABTEX ENGINEERING WORKS
OFFICE: 7/1, SRIRAM NAGAR, (OPP. MANIS THEATRE), PEELAMEDU, COIMBATORE - 641004

GSTIN: 33ADZPB5220F1ZS     TIN : 33982100718    CST : 625442   DT : 30-11-93

FA
BTEX

 

 

 

Straw

 

Rags Bale

MODEL BHB - 10 BHB - 20 BHB - 30 BHB - 40 BHB - 50 

Baler Application 
Peanut Shell, Leaves, Sawdust, Rice Husk. Shredded Paper, Wood Shaving, 

Waste Cloth(Banian Waste, Cloth waste, Wiper Rag), Compost,  

Bale weight  
(kgs) 

Up to 25 
Wood Shavings 

Up to 30 
Straw 

Up to 40 
Saw Dust 

Up to 40 
Wood Shavings 

Bale 
Size 
(mm) 

Length 700 1200 1300 1300 

Width 400 1000 1100 1200 

Height 300 700 700 1100 

Bale Production  
(kg/h) 

Up to 800 Up to 1600 Up to 1200 Up to 1600 Up to 1600 

Material Feeding 
Conveyor   

Optional  

Bale Ejection  Automatic 

 

�  Automatic Conveyor Feeding is optional 

For continuous feeding of material with help of conveyor and hopper. This 

enhances productivity and maximize throughput.  

�  Automatic Strapping  

Automatic PP or Pet Strapping is optional for materials like paper, OCC waste, 

Alfalfa etc., 

�  High compaction ratio 

�  Effective Operation 

Inspection window for safety and dust reduction. 

�  Electrical Control  

by PLC, Fully Automatic. 

�  Bale Ejection  

By automatic 
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